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DIGITAL GATEWAY
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DIGITAL GATEWAY
REF. TABLE 3

INCENDIVE (12VDC)
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(SEE TABLE 2)

NON-INCENDIVE OR SIMPLE APPARATUS

INCENDIVE (12VDC)

CLASS I DIV. 2 GROUPS A, B, C, D
CLASS 1, ZONE 2, GROUP IIC, T4

NON-INCENDIVE OR SIMPLE APPARATUS

NON-INCENDIVE OR SIMPLE APPARATUS

NOTES:

WIRING METHODS MUST BE IN ACCORDANCE WITH NEC, ANSI/NFPA 70 ARTICLE 501 OR CEC C22.1-94, 1.
SECTION 18 & ANSI/ISA TR12.06.01 & RP 12.06.XX

POWER AND RELAY CONNECTIONS FROM THE sc CONTROLLERS IN HAZARDOUS LOCATION TO BE IN ½” (1.3cm) CONDUIT2.

CIRCUIT DISCONNECTS TO sc CONTROLLERS IN HAZARDOUS CLASSIFIED LOCATION MUST BE RATED APPROPRIATELY, 3.
IF NOT RATED THEY MUST BE INSTALLED IN NON-HAZARDOUS CLASSIFIED LOCATION
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NOTICE: HACH COMPANY CLAIMS 
PROPRIETARY RIGHTS IN THE INFORMATION 
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INFORMATION ONLY AND MAY NOT,  IN 
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THE SOLID CAD FILE IS THE 
CONTROLLING AUTHORITY FOR 
PART GEOMETRY 

MATERIAL

ALL MOLDED PART FEATURES SHALL BE 
HELD TO SURFACE PROFILES AS FOLLOWS:
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